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CONCRETE COLLAR
SEE DETAILS

TYPICAL INSTALLATION FOR PIPE CULVERT WITH BROKEN FLOW LINE

D (OR SPAN) + 2T + 1'-0'

A~l (MIN.)

GENERAL NOTE:

1. THE FOLLOWING QUANTITIES SHALL BE THE BASIS FOR PAYMENT
UNLESS AUTHORIZED MODIFICATIONS ARE MADE:

QUANTITIES FOR
CONCRETE COLLAR FOR PIPE CULVERTS

CIRCULAR PIPE ARCH PIPE

OIA. OF PIPE CLASS 'B' CONCRETE SIZE OF PIPE CLASS 'B' CONCRETE
(yd 3) (yd 3)

12' 0.240

15' 0.260 18 x 11 0.280
18' 0.320 22 x 13 0.310
24' 0.410 29x 18 0.410
30' 0.510 36 x 23 0.490
36' 0.620 44 x 27 0.600
42' 0.730 51 x 31 0.690
48' 0.850 58 x 36 0.820
54' 0.980 65x 40 0.920
60' 1.110 73 x 45 1.070
66' 1.248 88 x 54 1.366
72' 1.393
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ELEVATION OF CONCRETE COLLAR
NOTE: CIRCULAR PIPE IS SHOWN, ARCH PIPE IS SIMILAR.

SECTION A-A
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STANDARD PLAN
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